


Advanced Test  So lut ions  for  EMC

Pulse amplitude: 200 V to 8 kV (open circuit) in steps of 10 V
Polarity: + or - selectable
Rise time: 5 ns ±30% (10-90%)
Pulse width: 50 ns ±30% (50 Ω/<2 Ω), 100 ns ±50% (>1 kΩ)
Burst frequency: 0.1 to 500 kHz ±2%
Pulses per packet: 1 to 150 pulses
Burst repetition: 100 ms to 10 s ±2 ms or 2%
Impedance: 50 Ω ±20%
Phase angle: asynchronous/synchronous 0 to 360° ±2°

Ordering information

NSG 2025-7 8 kV, 500 kHz, 1-phase, 30 A
NSG 2025-8 8 kV, 500 kHz, 3-phase, 30 A per phase

Options:
WIN 2025 Software control package
CDN 8014 Capacitive coupling clamp acc. to IEC/EN 61000-4-4 with SHV 

connector without interlock, including interconnection cables
CDN 8015 Capacitive coupling clamp acc. to IEC/EN 61000-4-4 with SHV 

connector and interlock, including interconnection cables
INA 161 Rack mounting brackets

 Adapters for EUT connection with national plugs
INA 250 IEC 309 32A 3-phase (red) for max burst voltage 8 kV
INA 251 IEC 309 16A 1-phase (blue) for max burst voltage 8 kV
INA 252 Germany, Schuko 1-phase 16 A
INA 253 Switzerland, 1-phase 10 A
INA 254  France, 1-phase 16 A
INA 255 GB, 1-phase 13 A
INA 256 US, 1-phase 15 A
INA 260  Warning lamp assembly 
INA 261  Separate SHV plug for 5 mm cables
INA 262 Universal safety plug set
INA 303B  Optical link set, 10 m opto-cable, 100 to 240 VAC 
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